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Introduction 

Thank you for purchasing the Panasonic CF-55 series computer. Please read the Operating Instructions thoroughly for proper 
operation of your new computer. 



Illustrations in this Manual 



CAUilON 
WARNING 

[Starfj-f Shut Down] 



CM 



: NOTE prpvicJes a useful fact or helpfid information. 

: CAUTION indict a conditioii that may i^ultin minQc or moderate injury. 

: WARNING indicates ^ hazard! that may result in moderate or serious injuty, orev^ii 

: This illustration means to click [Start], and then to click |Shut Down]; 
(ForiSome applications, you may need to ddublie^cliak.) 

: This i lluStratiOn means to press the [Enter] key. 

: T1u$ illustration means to press [Alt]» and while holding down on [Alt], to press [Ctrl]. 



Copyright 

This manual is copyrighted by Matsushita Electric Industrial Co., Ltd. with all rights reserved. No part of this manual may be 

reproduced in any form without the prior written permission of Matsushita Electric Industrial Co., Ltd. 
No patent liability is assumed with respect to the use of the information contained herein. 

©Matsushita Electric Industrial Co., Ltd. 1997. All Rights Reserved. 

Disclaimer 

Computer specifications and manuals are subject to change without notice. Matsushita Electric Industrial Co., Ltd. assumes no 
liability for damage incurred directly or indirectly from errors, omissions or discrepancies between the computer and the manuals. 

Trademarks 

PS^"™ is a trademark of International Business Machines Corporation. 

Microsoft* MS-DOS* and Windows* are registered trademarks of Microsoft Corporation of the United States and/or other 
countries. 

Pentium* is a registered trademark of Intel Corporation. 
PhoenixCard Manager™ is a trademark of Phoenix Technologies Ltd. 
Panasonic* is a registered trademark of Matsushita Electric Industrial Co., Ltd. 



CD Drive Caution 



CAUTION! 

THIS PRODUCT UTILIZES A LASER, 
USE OF CONTROLS, ADJUSTMENTS OR ADOPTION OF 
PROCEDURES OTHER THAN THOSE SPECIFIED HEREIN 
MAY RESULT IN HAZARDOUS RADIATION EXPOSURE. 
DO NOT OPEN COVERS AND DO NOT REPAIR YOUR- 
SELF 

REFER SERVICING TO QUALIHED PERSONNEL 



AVERTISSEMENT! 

CET APPAREIL UTILISE UN LASER. 
L'UTILIS ATION DE COMMANDES OU DE REGLAGES OU 
L'EXECUnON DE PROCEDURES AUTRES QUE CELLES 
SPECIFIEES ICI PEUVENT PROVOQUER UNE EXPOSI- 
TION A DES RADIATIONS DANGEREUSES. 
NE PAS OUVRIR LES COUVERCLES NT ESSAYER DE 
REPARER SOI-M^ME. 

CONFIER TOUT TRAVAIL D'ENTRETIEN A UN PERSON- 
NEL QUALIFI6. 



WARNUNG! 

DIESES PROUKT ERZEUGT LASERSTAHLUNG. 
DURCHFUHRUNG ANDERER VORGANGE ALS DER 
HIER ANGEGEBENEN KANN ZU GEFAHRLICHER 
STRAHLUNG FUHREN. 

REPARATUREN DURFEN NUR VON QUALIFIZIERTEM 
FACHPERSONAL DURCHGEFCHRT WERDEN. 



For U.S.A. 



Federal Communications Commission Radio 
Frequency Interference Statement 

Note: This equipment has been tested and found to comply with 
the limits for a Class B digital device, pursuant to Part 1 5 of the 
FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential 
installation. This equipment generates, uses and can radiate radio 
frequency energy and, if not installed and used in accordance 
with the instructions may cause harmful interference to radio 
communications. However, there is no guarantee that interference 
will not occur in a particular installation. If this equipment does 
cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user 
is encouraged to try to correct the interference by one or more 
of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment into an outlet on a circuit different 
from that to which the receiver is connected. 

• Consult the Panasonic Service Center or an experienced ra- 
dio/TV technician for help. 



Warning 

To assure continued compliance, use only shielded interface 
cables when connecting to a computer or peripheral. Also, any 
changes or modiflcations not expressly approved by the party 
responsible for compliance could void the user's authority to 

operate this equipment. 

This device complies with Part 15 of the FCC Rules. Operation 
is subject to the following two conditions: 

( 1 ) This device may not cause harmful interference, and 

(2) This device must accept any interference received, including 
interference that may cause undesired operation. 



For U.K. 



Warning 

This apparatus must be earthed for your safety. 

To ensure safe operation the three-pin plug must be inserted only 
into a standard three-pin power point which is effectively earthed 
through the normal household wiring. 

Extension cords used with the equipment must be three-core and 
be correctly wired to provide connection to earth. Wrongly wired 
extension cords are a major cause of fatalities. 

The fact that the equipment operates satisfactorily does not 
imply that the power point is earthed and that the installation 

is completely safe. 

For your safety, if you have any doubt about the effective earthing 
of the power point, consult a qualified electrician. 

FOR YOUR SAFETY PLEASE READTHE FOLLOWING 
TEXT CAREFULLY 

This appliance is supplied with a moulded three pin mains plug 
for your safety and convenience. 

A 3 amp fuse is fitted in this plug. 

Should the fuse need to be replaced please ensure that the re- 
placement fuse has a rating of 3 amps and that it is approved by 
ASTA or BSI to BS 1362. 

Check for the ASTA mark ^ or the BSI mark ^ on the body 
of the fuse. 

If the plug contains a remov2d>le fuse cover you must ensure that 
it is refitted when the fuse is replaced. 

If you lose the fuse cover the plug must not be used until a re- 
placement cover is obtained. 

A replacement fuse cover can be purchased from your local 

Panasonic Dealer. 

IF THE FITTED MOULDED PLUG IS UNSUITABLE FOR 
THE SOCKET OUTLET IN YOUR HOME THEN THE FUSE 
SHOULD BE REMOVED AND THE PLUG CUT OFF AND 

DISPOSED OF SAFELY. 

THERE IS A DANGER OF SEVERE ELECTRICAL SHOCK 
IF THE CUT OFF PLUG IS INSERTED INTO ANY 13 AMP 
SOCKET 

If a new plug is to be fitted please observe the wiring code as 
shown below. 

If in any doubt please consult a qualified electrician. 
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Warning:TMI5 APPLIANCE MUST BE EARTHED. 
Important 

The wires in this mains lead are coloured in accordance with the 

following code: 

Green-and-yellow: Earth 
Blue: Neutral 

Brown: Live 

As the colours of the wires in the mains lead of this apparatus 

may not correspond with the coloured markings identifying the 

terminals in your plug, proceed as follows: 

The wire which is coloured GREEN-and- YELLOW must be 

connected to the terminal in the plug which is marked by the 

letter E or by the safety earth symbol @ coloured GREEN or 

GREEN-and-YELLOW. 

The wire which is coloured Blue must be connected to the ter- 
minal which is marked with the letter N or coloured BLACK. 
The wire which is coloured Brown must be connected to the 
terminal which is marked with the letter L or coloured RED. 

The mains plug on this equipment must be used to disconnect 

the mains power 

Please ensure that a socket outlet is available near the equip- 
ment and shall be easily accessible. 

How to replace the fuse 

Open the fuse compartment with a 
screwdriver and replace the fuse. 
Warnings. 

• This equipment is not designed for connection to an IT power 

system. 

(An IT system is a system having no direct connections be- 
tween live parts and Earth; the exposed-conducive-parts of the 
electrical installation are earthed. 

An IT system is not permitted where the computer is directly 
connected to public supply systems in the U.K.) 

• Disconnect the mains plug from the supply socket when the 
computer is not in use. 

This equipment is produced to BS800/1983. 




Lithium Battery 



Lithium Battery! 

This computer contains a lithium battery to enable the date, 

time, and other data to be stored in it. 
The battery should only be exchanged by service personnel. 
Warning! Risk of explosion from incorrect installation or mis- 
application! 

Wamung beziigllch der Lithiumbatterie 
(Sicherungsbatterle) 

Lithiumbatterie! 

Dieser Computer enihalt eine Lithiumbatterie zur Sicherung von 
Datum und Uhrzeit der eingebauten Uhr sowie anderer 

Systemdaten im Speicher bei einer Unterbrechung der 
Hauptstromversorgung. Diese Sicherungsbatterie darf nur von 
Kundendienstpersonal ausgewechselt werden. 
Wamung! Bei falschem Gebrauch besteht Explosionsgefahr! 
Entsorgung gebrauchter Batterien nach Angaben des Herstellers. 



Avertissement concernant la pile au lithium 
(pile de sauvegarde) 

Pile au lithium! 

Le micro-ordinaieur renferme une pile au lithium qui permet de 
sauvegarder certaines donn^es comme la date et I'heure 
notamment. EUe ne devra 8tre remplac^e que par un technicien 
qualifie. 

Avertissement! Risque d'explosion en cas de non respect de cette 
mise en garde! 



Precautions 



Usage 







Avoid Extreme Heat and Cold 

Do not store or use the computer in locations 
exposed to heat, direct sunlight, or extreme cold. 
Avoid moving the computer between locations 
with large temperature differences. 

Operation: 5 to 35 °C (4 1 °F to 95 ''F) 
Storage: -20 "C to 60 "C (-4 °F to 1 40 "F) 

Avoid Direct Sunlight on the LCD Panel 
The LCD panel should not be exposed to direct 
sunlight or ultraviolet light. 

Avoid Humidity Liquids and Dust 

Do not store or use the computer in locations 
exposed to high humidity, liquids (including rain) 
or dust. 

Prevent Shock 

Avoid subjecting the computer to severe 
vibrations or impact. Do not place the computer 
inside a car trunk. 

Avoid Radio Frequency Interference 

Do not place the computer near a television or 
radio receiver. 



Handling 





Avoid Magnetic Fields 

Keep the computer away from magnets. 



Avoid Stacking 

Do not place heavy objects on top of the 
computer. 

Keep Small Objects Away 

Do not insert paper clips or other small objects 

into the computer. 

Do Not Disassemble the Computer 

Do not attempt to disassemble your computer. 



Cables 

Use of an interface cable longer than 3 m (9.84 feet) is not 
recommended. 





Read Me First 



Saving Data on the Hard Disk 



Do not expose your computer to shock. 

Shock may damage your hard disk or make your software applications and data unusable. 
Therefore, please use care when handling your computer. 

Do not cut the power to your computer or adjust the angle of the display while the 
HDD indicator ( § ) is on or while software applications are running. 

Properly shut Windows* down to avoid problems ([Start]-[Shut DownJ). 
This computer houses the hard disk drive (HDD) in the back of the display, so if you adjust 
the angle of the display while the HDD indicator ( @ ) is on, malfunction may result. 
Save all valuable data to floppy disks. 

To limit damage should trouble occur to your computer or should you inadvertently change 
or erase data, it is a good Idea to make backups on floppy disks. 
Use the security function for all important data. 

Q» page 14 - Security Measures 

* This computer uses Microsoft* Windows* 95 OpenHing System. 



Saving Data on Floppy Disks 



Do not cut the power to your computer or press the floppy disk drive (FDD) eject 
button while the FDD Indicator ([^) is on. 

Doing so may damage the data on the floppy disk and make the disk useless. 
Use care when handling floppy disks. 

To protect the data on your floppy disks or to prevent a floppy disk from becoming stuck in 
your computer, avoid the following: 

• Sliding the shutter on the floppy disk manually. 

• Exposing the disk to a magnetic field. 

• Storing the disk in locations prone to high temperatures, dampness, or dust 

• Applying more than one label on the disk. 

Confirm the contents of a floppy disk before formatting it. 

Confirm that no important data is on the disk, because all data on the disk will be erased. 
Use the write^protect tab. 

Write-protectTab 



This is a must for preserving 
important data. This prevents 
your data from being erased or 

overwritten. 




Write Enable 




Computer Viruses 



# Users are advised to purchase the latest versions of virus protection software and use 
them regulariy. 

We recommend you run the software: 

• When booting your computer. 

• After receiving data. 

We recommend that you check data received on floppy disks or from external sources, such 
as data downloaded from the Internet, e-mail, etc. (For compressed files, please uncompress 
them before running the software). 



About Disk Utilities 



• Disk Utilities not conforming to FAT32 should not be used in the computer. 

Running such programs may result in the incorrect display of HDD content or damage to 
data on the HDD. For more information, please read the "Technical Information" (q> page 
27). 
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First-time Operation 



It's now time to get started. Please read the steps below to help you learn what parts are in- 
cluded, and to gain an understanding of some basic computer-related operations. 

7 Confirm the inclusion of all parts 

Make sure the parts shown in the figure have been supplied. If any of them is missing 
or is not working properly, please consult your nearest Panasonic dealer. 



I Please prepare one 2Hp formatted floppy disk to create Firstaid FD of the Panasonic 
I utilities. This Firstaid FD is to be used when reinstallation of the Panasonic utilities 
i^becoraes necessary. 



AC Adapter 



AC Cord 



,1 



Mouse 



Screws 




CF-AA159 





Firstaid CD .. 



Operating Instructions ....1 



Windows 95 System Pacic 






2 Remove the rear panels to connect the AC adapter and other 
external devices 

Remove the seal and then remove the back cover. 



Connect the cables 

Connect an AC adapter, a mouse, an optional keyboard and other optional devices 

(printer, serial devices etc.). 

Adjust the angle of the display vertically, so that it is easy to see the connectors. 
(C3^page 7) 




Line up the arrow on the 
keyboard or mouse con- 
nector with the label at- 
tached to the computer. 



(Option:CF-VKB001) 



Be sure the AC adapter is connected until completing Stepj 
9 on page 8. \ 
Handling the AC adapter 

• Do not twist or pull the AC power cord forcefully. 
Doing so may damage the connections. 

• Use only the specified AC adapter (factory control 
number: CP- A A 159) with your computer. Using an 
AC adapter other than the one supplied might damage 
the battery and/or the computer. 

• When the DC plug is not connected to the computer, 
disconnect the AC cord from your AC waJ! outlet as 
well. 

• Problems such as sudden voltage drops/surges may 
arise during periods of thunder and lightning. Since 
this could adversely affect your computer, an 
uninterruptible power source (UPS) is highly recom- 
mended. 



V. 



Clamp 



4 Connect and store the cables 

Bundle the cables with the clamp. You can store the AC adapter in the cover. 



Only the cables for the AC 
adapter and/or keyboard 
should pass through this 
;lamp. 




Slacken here. 



r 



When you store the AC adapter in the cover, do not twist the cables forcefully. 




AC Adapter 



Do not bend the 
cables forcefully. 



J 



Q Attach the cover by tightening the four screws l>y hand 




^NOTE> 



The cables should partially extend behind the cover. 

If an external display is connected, the cable will extend through the bottom of the 
cover 



Slacken 



Cover 



Mouse, Keyboard, AC adapter 
Cable 




External Display Cable 



Parallel, Serial Cable etc. 



S Adjust the angle of the display 



Grasp the stand in hand and adjust by holding the upper part of the display. 



Stand 



9 I^^pe th9 {;0mi9uter on a flat smd stable surface. 

0 Do not adjust the angle of the display while the HOP. FDD» Cn>ROM india^ 

|;oi:s on. 

0 t)o not place the computer near a television, radio receiver or magnet 
^ Do not use the computer in a location where there is a lot of oily smoke or 
tobacco smoke. Doing so could shonen the service life of the CD-ROM drive. 
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First-time Operation 



Press the power switch and hold 
until the power indicator goes on 
before releasing it. 

Power Indicator 



T Read the LIIVIITED USE LICENCE AGREEMENT (opage 30) 

Before removing the seal covering the power switch, please read the LIMITED USE 
LICENCE AGREEMENT. Removal of this seal indicates agreement to the terms speci- 
fied. After you have agreed to the terms, you may turn your computer on. 




Power Switch 

Inserting a floppy disk 
Shutter 



% Do not press the power switch repeatedly. 

9 After you have turned your cCHDputer off^ you must wait xn^ (hau^ ten seccmds 

! before you can turn it back on. 
1 ^^ Rem ove the lens protect sheet attached to the lens in the CD drive;(CI"page 9) ^ 

Q Set Windows up 

the [Windows 95 Setup] will run after the computer is turned on. Simply follow the 
iiisti'uctions on the screen. 




Please read the supplemental "Windows 95 Setup Procedure" for a more de- 
tailed explanation (Q>page 33). 

If the display or the sound quality is not right, you can adjust the brightness, 
contrast and volume (Q-page 36). 



Label side toward you while 
inserting the shutter-side 
head first. 



FDD Indicator 



When removing a floppy disk, the floppy diisk may spring cmt of the Acf^ydbk drive. It| 
may not a malfunction. ^ 

9 close the Internet Explorer 4.0 window 

At the [Welcome - Microsoft Internet Explorer], select [X] at the upper right portion to 

close the screen. 

1 0 Double-click (Panasonic Setup icon) on Windows 

Be sure to have a blank floppy disk on hand then simply follow the instructions on the 

screen. 



Ejecting a floppy disk 




: • It may take several minutes to reboot the computer. 

1 • Please store the firstaid FD in a safe place. They will enable you to return ymir com* 

; puter to factory default settings should any problems occur ( page 27). 
: • Do not remove the floppy disk while the FDD indicator (Q ) is on, power down your 
computer or use the suspend function {(y page 1 1). 



NOTE 



About Internet Explorer 4.0 

Please select the item that you want to open from the menu on the [Welcome - Microsoft 

Internet Explorer]. 

About the CF-55 series Readme 

Please read the Readme file, as it contains important information. To access it, please 
click [Start] - [Programs] - [Panasonic] - [Read me please]. 



Eject Button 
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This concludes the first-time use operation guidelines. 3 



CD-ROM Drive 



Loading and Removing a CD 



CD Eject Button 




Center Holder 

Emergency Hole 




Turn your computer on 
Press the CD eject button 

The tray is partially extended automatically, slowly extend the remainder by hand. 

r(NOTE) 

When you use the CD for the first time, remove the lens protect sheet attached to the 
lens in the CD-ROM drive. 

While moving the computer, or if powered off for and extended period, attach this 
^ sheet to protect the lens. 

3 # Inserting a CD 

Hold the CD so that your hand does not touch the data surface. With the label side 
facitig up, set it into the center holder. 

# Removing a CD 

Place your fmger on the center holder and lift up on the edge of the CD. 



Xnote> 



To remove a CD when the computer is power off, insert a sharp object such as 
the bent-out tip of a paper clip into the emergency hole. Pushing it completely to 
the end will free the tray so that it can be pulled out. 



Close the tray 

Manually slide the tray closed. 



^ Do not leave the tray open or touch the lens. 

0 When the tray is open, applying too much force on the tray could damage it 
0 Do not open the CD drive during CD access. 
% Do not insert paper clips or other small objects into theCP drive. 
0 Be careful so that the computer does not fall when setting or removing a CD. 
9 Touching the data surface can make it dirty or even damage the CD. (For details on 
maintenance Q^page 22) Particularly a video CD is influenced by dirt or damage, so it 
may not play or work properly. Be careful not to scratch a CD when handling, 
0 Do not use a CD that has becotne deformed (warped), not completely round, etc. 
I 0 Tlie image cmiiotbe display«i:aSsf?othly when MP^O <lat,9 0r video CDis played by the 
software, 

Tlie image may be disturbed when a photo CD is played. In a case like this, the image 
will be displayed properly when the photo CD is played again. 
If the CD is removed during CD playback, the computer may not work properly. 



Xnote> 



In order to use the CD-ROM drive in the MS-DOS mode, follow the additional steps below to install the necessary driver, 
Select [Start] - [Shut Down] - [Restart in MS-DOS], click ll m j 5 



Type the following, 
cd\ IS 

edit config.sys h**! 
Move the cursor to the line containing "ATAPICD.SYS" and 
delete the characters "REM" at the beginning of the line. 

device=c:\windows\command\atapicd.sys /d:mscdO0O 
Press Alt -F, then "S" to save the file. Then press Alt-F, then 
"X" to exit the Edit program. 



Type the following. 

edit autoexec.bat 

6 Move the cursor to the line containing "MSCDEX.EXE" and 
delete the characters "REM" at the beginning of the line. 

c:\windowsV:ommand\mscdex.exe /d:mscdCXX) /L:L 

7 Press Alt -F, then "S" to save the file. Then press Alt-F, then 
"X" to exit the Edit program. 

8 Restart the computer. 
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starting Up/Shuttiiig Down 



Starting Up 



1 Turn your computer on 



Do ;ft6t prcss the power Switc 

After you have turned your computer oft, you must wait more than ten seconds 
bef<Hi& you can turn it back on. 



I If [Enter Password:] or is displayed, 

you must first enter your User Password (Q>page 14). 



[Enter Password:] or Hi 



Upon entering your 
User Password and 



pressmg 



t 



Over three incorrect attempts. 



If the correct password is input, start 



. Will Not Start* 
^ (Power off) 



/ <NOTE> 



* ir you aie starting from (he suspend mode ( page 1 1 ), if 
after three attempts the correct password is not input, or if no 
password is entered for about a minute, tbe computer returns 
to the suspend mode. 



If the display on the right appears, 

the network password has been set. 
To read and write data to other 
computers, the correct password 
must be entered. 




# When an application or file that was previously displayed ap- 
pears on your screen, 

this means the suspend or hibernation mode (Cj-page 1 1) has been set. 



2 Select your application 

You are able to start working on your computer. 



Xnote) 

[System Devices] in [Device Manager] contains a device bearing an exclamation mark. 
, This does not indicate a mallfunction. 



Using the Mouse 



Clicking 



Double-cliclcing # Dragging 




Shutting Down (power off your computer) 




1 To shut down, save all data and select [Shut Down] from the 
[Start] menu 

Xnote) 



From the keyboard, 

you may choose to press down on 
Down]. 



or 



Ctrl 



B and then select [Shut 



Confirm shutdown 

Select [Shut down], then press | 



0*^ | . Your computer will power off automatically. 



Restarting your computer (without shutting down) 

Select ti" ' y \ after selecting [Restart]. 

/(note) ^ 



To quickly resume computer operation after shutting down, 

the suspend and hibernation functions are available (C^below). 



Restarting your computer in MS-DOS mode 

Select ir 01^ 1 after selecting [Restart in MS-DOS]. 



Xnote> 



When returning to Windows 95 from the MS-DOS mode, type "EXTT* and not "WIN". 
Returning to Windows 95 using the "WIN" command may result in a malfunction. 



Starting Up Your Computer Quickly 



If you want to immediately start up and continue an application after shutting down your com- 
puter, you can do so by using the suspend or hibernation function. 

Differences between suspend function and hibernation function 



Function 


Where data is saved to 


Speed 


Requires power supply 


Suspend function 


Memory 


Fast 


Yes (if power is cut, all data is lost) 


Hibernation function 


Hard disk 


Somewhat slow 


Power is not required to maintain data 



Problems such as sudden voltage drops/surges may arise during periods of lightning. It is recommended to use the hibernation 
function when such incident is likely to occur. Since Uiis could adversely aflfect your computer, an uninterruptible power supply 
is highly recommended. 
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starting Up/Shutting Down 



Shutting Down 

[Start] - [Suspend] # Using the suspend function 

Select [Start] - [Suspend] 



Mode 




Do not touch the 
power switch while 
your computer is 
entering the hiber- 
nation mode 




Hibernation Mode 



Power Switch 




# Using the hik>ernation function 

It IS necessary to set the hibernation function using the Setup Uuhty 

1 Run the Setup Utility (q. page 34) 

2 Using Q and select [Power Management] then press 



3 Using Q and □, select [Power Switch], set [Hik)ematlon] with 
Q, then press Q 

4 Close the Setup Utility (c^ page 34) 



• Save all data before powenng off your computer 

• When restarting from or shutting down to the suspend or hibernation mode, do not 
touch the mouse (serial or PS/2 type) There are cases where the mouse will fail to 
operate, you will have to restart your computer usmg the keyboard (O^P^ge 1 1) 

• Cto not powCT off dunng the followmg penods (you may corrupt your data or file) ' 

• While the FDD indicator (Q). HDD indicator ( g ) or CD-ROM indicator (@) is ' 
on I 

• While playmg/recording audio files. 

» While communications software is being used 

• Do not use the suspend or hibernation function when using an OS other than Wm- < 
dows 95, the diagnostics program (DIAG55). or the Setup Utility, or when expenenc- > 
ing static eiectncity or noise I 

• If you hold down on the |Q» 3 w key while pressing the power switch to ' 
enter the suspend or hibernation mode, after resuming operation, you must press the ] 
same key For example, if you hold down on the |j key while pressing the power ' 
switch, upon resuming, if you do not press the D-»«hw|J key again, only capital lettei^ 
will result from typing 

• If your coni|>uter locks up, press the reset button. All data is lost when this button is i 



i When a file in an externa) device such as an external hard disk or ATA card ts opened, 
the suspend or hibernation function may not work In such cases^ close the file | 
I SCSI cards may not Kcover properly aft^ entering the suspend or htbemation mode . 
If this occurs, restart the computer J 

Resuming Operation 

If [Enter Password ] or I i is displayed upon pressing the power switch, your password has 

been set (Q»page 10) 



r 



• Do not install or remove peripherals while your computer is in the suspend or hibema- \ 
tion mode, abnormal operation may result ; 

• When operation resumes, senal devices such as a mouse or modem, or your PC Cards 
may not work In such cases, you will need to restart your computer or reinitialize the 
indUvidual de vKxts 



Conserving Power 



Things to Remember 

# Leave your computer off when it is not in use (c^page 11) 

# In the power management mode, the setting of [Advanced] is 
recommended {Q>beiow) 

With the Setup Utility, you can set the f Advanced] mode. 

# Setting the suspend/hibernation timeout (G^beiow) 

The suspend or hibernation function (Q'page 1 1) allows you to save power by automati- 
cally cutting off power when the computer is idle or there is no access to individual devices 

for 4 or 1 6 minutes. 

Setting Power Management 

(How to set [Advanced] and the suspend/hibernation timeout) 
1 Run the Setup Utility (o> page 34) 



2 Using O and Q, select [Power Management] then press |^ 



3 Using O and Q, select [Power Saving] and set [Advanced] 

withQ 

(To avoid setting the hibernation timeout, press Q and proceed on to step 6.) 

4 Using Q and Q|, select [Power Switch] and set [Suspend] or 
[Hibernation] with Q 

5 Using Q and Q, select [Suspend/Hibernation Timeout], set 
either [4 min] or [16 min] with Q, then press g 

S Close the Setup Utility (o> page 34) 
# Power Management settings 



— "■"^-^--...-^ ifunctlcM automitlcally 
Management -...^^ 


CPU Sjp^d 
Change Mode 


HDD Motor 
Timeout 


Display QUI 

Timer 


Advanced 


Enable 


5 min 


5 min 


Standard 


Disable 


Never 


10 min 


6PP 


Disable 


Never 


Never 



When there are no operations, the CPU is automatically 
slopped. 

When the hard disk drive is not accessed for more than 
five minutes, power (o the HDD motor is cut off. 
When the computer is idle or a device is not accessed for 
five or ten minutes, power to the display is cut off. 



• CPU Speed Change Mode 

• HDD Motor Timeout 

• Display Off Timer 

-1^) 

When yoti need a network environment 

Be sure to disable the hittemalion limeout settings with the Setup Utility . 
After i^umii^ ci|X!ratiQn frOm tb^ hibernation mode, the n^ork connectiom may hesevered^ar the 
computer will not work properly. 
In communications when a device like a high-speed modem or ISDN terminal adapter 
is connected to the serial port, etc. 

There are times when high-speed commumcation is adversely affected if the power management 
function is enabled. 
Key operation and music playback 

When the power saving function is running, the keyboard and mouse operations may feel sluggish. 
Also, music may not be p la y correctl y when entenng the standby mode during operation. y 
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Security Measures 



To prevent illegal data access or theft, or theft of your computer, various security measures are provided below. 



Situation 


Function to use 


Reference 


You do not want your computer to be used without pennission 


User Password 


Q» below 


Same as above, but while you're away temporarily 


Coffee break Password 


G-page 15 


You want to prevent theft or damage to data by using a floppy disk 


Prevent operation by floppy disk 


G»page 16 


You do not want your Supervisor Setup changed without permission 


Supervisor Password 


(3>page 16 


You want to prevent theft of vour computer 


Use a security lock 


C^page 37 



When you do not want your computer to be used without permission 



Set the User Password. 

Without the password, access to your computer is impossible. 

#When the User Password is set 



[Enter Password:] or 



Upon entering your 
User Password and 



pressmg 



T 



If the correct password is input. 



Will Start 




Over three incorrect attempts. 



Will Not Start* 
(Power off) 



* If you are starting from the suspend mode ( page 1 1 ), if 
after three anempts the correct password is not input, or if no 
password is entered for about a minute, the computer returns 

to the suspend mode. 



Setting the user password (enabling, changing, disabling) 

1 Run the Setup Utility (c^ page 34) 

2 Using O and Q , select [System Setup] then press 



3 Using □ and Q, select [User Password] then press 

4 9 To enable or change your password 

Enter your password at the [Enter User Password], then press Q. 





• Your password will not be displayed on the screen. 

• Please limit your passwtxd to seven characters. Note that there ls no dis- 
tinction between upper and lower case letters. 

• Only the alphabet keys and numeric keys can be used. (Note: the special 
keys I] ;. |Q etc.) cannot be used). 



• Do not input your password while holding down on the D»«tj{ or 

• Use only the upper horizontal row of numeric keys to input user pass-^ 
words. Keys on the right side of the enhanced keyboard can not be used. 

• Do not forget your password. If a password is forgotten you will be un- 







able to use your computer. 



) 

I To disable your password 

Using the QandQ keys, select [Delete User Password] then press p . Go 
to step 7. 



5 Re-^nter your password at the [Enter User Password Again] 

(This is for confirmation purposes.) 

6 Using Q and Q, select [Set User Password] then press 
^ At the confirmation screen, press 

8 Press Q to end the password setting procedure 
Q Close the Setup Utility (cr page 34) 

^'(^^S) 



To prevent the changing of your password without permission 

• When niniiing the Setup Utility {H'ogram, do not leave your computer even for a 

short time. 

^ • Set the User Password Protection option (c^-page 17). 



You do not want your computer to be used without permission while away temporarily 



You should set the "Coffee break Password" (Note that you must first set the User Password). 
When you input your selected key combination, the computer locks (key input and use of a 
mouse are no longer possible). 

# When the coffee break password is set 

When leaving your desk, 

(Example of a selected key combination.) 

Input the correct password used at 



Alt + Ctrl + 



m 



startup and press [(- Emwi] , 



Operation resumes 




The computer 
is locked ^ — 



When an incorrect password is in- 
putted. 



^ Operation does not resume 



mmmB 




• Do not leave your computer just after sensitive data had been shown on the screen. 

• It is impossible to lock your computer from an external device, such as a mouse 
connected through the serial port. 

• During the coffee break, [ is displayed on the screen. If the operations de- 
scribed below are performed during the coffee break, the indication may 



disappear^ In order to quit the coffee break and begin using the computer, input 
your password. 

• If the computer is returned from the standby mode. 

• If the seitiat mouse is moved. 



Setting the Coffee break Password (enabling or disabling) 

1 Set the User Password (opage 14 step i to 7), if it hasn't already 
^ #To enable the Coffee break Password 

Using 0 and 0, select [Coffee break Password] and set [Enable] with Q. 

#To disable the Coffee break Password 

Using O andO , select [Coffee break Password] and set [Disable] with LJ. 
Go to step 4. 

3 Using Q and Q keys, select [Key Combination for Coffee 
break] then set your combination of keys with Q 

4 Press B to end the password setting procedure 

5 Close the Setup Utility (c^ page 34) 
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Security Measures 



When you want to prevent theft of or damage to data by using a floppy disk 



You may choose to protect the data on your computer from being accessed illegally or overwrit- 
ten accidentally by a floppy disk. You can also set your computer to be unbootable from a floppy 
disk. 

# Preventing the use of a floppy disk 



This error message is displayed. 



Even when one tries to access a 
floppy disk, 



My Computet 



Thede>Ace»nol((MKly. 



Procedure 

1 Run the Setup Utility (q> page 34) 

2 Using D and select [Supervisor Setup] then press 

3 Using Q and Q, select [Boot Up Drive] then set [Hard Disk 
Drive] with □ 



When changing tp pJard pfisk Drive] setting, to Gontinue^read/vvrite operation ftqm 
a Koppy disk and to use the HDD to start, press and go to step 5. 



J 



4 Using the Q and O , select [Floppy Operation], set [Disable] 
with B, then press g 

5 Close the Setup Utility (a- page 34) 



When you do not want your Supervisor Setup changed without permission 



Set the Supervisor Password. After it has been set, no changes can be made to the Supervisor 
settings unless the password is entered. 



When the supervisor password is set 



In the Setup Utility, if [Enter Pass- 



word:] or l^-l is displayed, 

Input the correct supervisor password and press [j*-- En»|j , 



L-< 



Supervisor Setup 



Opened 



When the supervisor password is incorrect, 



Can not be 
Opened 
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You may wish to protect the User Password (q> page 17). 



Setting the Supervisor Password 

(enabling, changing, disabling) 
/ Run the Setup Utility (c^ page 34) 

2 Using Q and Q, select [Supervisor Setup] then press pB^D 

3 Using D and Q, select [Supervisor Password] then press 

4 #To enable or change your supervisor password 

Enter your password at the [Enter Supervisor Password], then press (Q . 



• Your passwoid will not be displayed on the screen. 

• Please limit yoor password to seven chai^ters. Hote that tbeheis no dis^ 
tiiicHon between upper aiid lower ca^ liters. 

• Only the alphabet keys and numeric keys can be used. (Note: ttie special 
keys (j^^j, |@| etc.) cannot be used). 

• Do not input your password while holding dowii on the }!♦*«*« |j or jQ, 

• Use only the upper horizontal row of numeric keys to input user pass- 
words. Keys on the right side of Uie enhanced keyboard can not be used. 

• Do not tbrget your pass wofd. If a password is forgotten you; will be unr 
able to use your computer. 



v.. 



#To disable your supervisor password 

Using , select [Delete Supervisor Password] then press . Go to 

step 7. 

5 Re-enter your password at the [Enter Supervisor Password 
Again] 

(This is for confirmation purposes.) 



When you do not want the user password enabled, changed, or disabled 
without permission, 

use Q Q to select [User Password Protection], and set [Enable] with 



Q Using Q and O, select [Set Supervisor Password] then press 

7 At the confirmation screen, press 

8 Press Q to end the password setting procedure 
0 Close the Setup Utility (o- page 34) 
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Add-ons/Peripherals 



Devices capable of being used by your computer are listed in the table below. 



Device(s) 


Where to connect 


Relerence 


PC cards (Modem, LAN, SCSI etc.) 


PC Card Slots 


(3i»l)elow 


Serial Devices (Mouse, Modem etc.) 


Serial Port 


CTpage 37 


Extra Memory 


RAM Module Slot 


0>page 20 


External Display 


Ext. Display Port 


O page 21 


Printer 


Parallel Port 


page 21 


Speaker/Headphone 


Headphone Jack 


CFPage 37 


Audio device 


Audio-in Jack 


CS'page 37 


Microphone 


Microphone Jack 


C5»page 37 



Using PC Cards 




This computer has two PC Card slots. These slots conform to the PC Card Standard, and 

therefore, communications and SCSI devices can be utilized. The slot allows you to use two 
Type I or Type II cards (or one Type 1 and one Type II), or one Type III card. 



•Type I or II •Typelll 

Two cards can be used simulta- One card can be used only in the 




^ 

• Please check the PC cards' specifications. Be stire Uic totat operating QUirent does not 
exceed the specified limit, damage may resuii 

Allowable current (total for two slots) : 33 V: 400 mA, 5 V: 400 mA, 12 V: 120 mA 

• There are times when both a Typ& I card and a Type II card will not work simulta- 

nequsly. 

• Som PC cards, tmaplc shows below, can jq^jibe used. ThePC card's ostWe connector 
determines its physical compatibility. 




• SRAM and FLASH ROM cards (except for ATA interface) are not su{^r^. 

• When using a CardBus type card, use only that card; do not insert any other PC Cards. 

• Only the back slot can support a Zoomed l^deo (Z V) carii When you a Zoomed 
Video card, the driver software is needefi. 



installing/Removing the PC Card 
7 Power off your computer (o-page 11) 

Do not shut down using the suspend or hibernation mode. 



• Do not install or remove peripherals while your computer is in the suspend or 
hibernation mode; abnormal operation may result. 

• Before removing a PC card, go to [Socket Status} (in [Start] - [Settings] - [Con- 
trol PMeaj * [PC Card (POSICIA)]), select theJPC card slot and preMlStop]. 




Removing the PC card (or the dummy card) 



Dummy cards are provided at the time of purchase, 
the PC card slots against such things as dust. 



They provide protection for 



Installing the PC card 

Simply slide the PC card in until it snaps into place. 

Please refer to the manual for each card on how to install the card. 



Slacken here. / ^NOTE) - 




In case of a PC card with a cable, you can pass the cable through 
the hole of the computer. Do not pass a bold cable forcefully. 



Back of the card 



After you insert a PC Card, a inessage may appear instructing 
you to insertihe Windows 95 CD-ROM. If this happ^s, press 
the [Browse} button, then type "c:\windows\options\cabs". If you 
have a floppy disk with a driver, insert the disk in the floppy disk 
drive, then type "a:". 



Turn your computer on 



NOTE 



You may need to install a driver from the Windows 95 CD-ROM (included) or a PC Card's floppy disk. Simply 
follow the on-screen instructions and read the PC Card's operation manual on How to install the driver. 
PhoenixCard Manager: 

e Follow the installation procedure below only if you will be using the ZV card. Otherwise, do not perform the installation; 
abnormal operation may result. 

/ Set the items of [Sound Chip] to [Automatic (PnP)] in the Setup Utility. 

2 Select [Start] - [Run] and type "c:\uiil\drivers\pccard\diskl\setup.exe", press [ then follow the on-screen 
instructions. 

If the computer has been reinstalled, follow the instructions in "Installing PhoenixCard Manager95" on page 29. 
# After PhoenixCard Manager95 has been installed, make sure to power off the computer before installing or removing the 
card. Also, do not use the suspend or hibernation functions if the card is installed. 



Add-oiis/Peri pherals 



Adding Memory 



6%llljlli0N 



{ 

I RAM metiiiiiiles are extremely sensim to static electricity. 'Vcitm c,ws& where static 1 
I electricity generated by the human body has adv^sely affected suchmodules. In addition^ 

Lit is easy to damage the RAM modules or i ntemal components of the computer. Hierefore, | 
wten installing or removing a RAM module, handle the module with extreme care. j 



Installing/Removing the RAM Module 

y Power off your computer (crpage 1 1 ) 

I>o not shut down using the suspend or hibernation mode. 




Do not install or remove peripherals while your compute is in the suspend or 
hibemsUion mode; abnormal operation may result. 



J 



Remove the memory cover 



Slide the module in at an angle. 




1 Do not touch the terminals or internal components, insert objects other than tl^ 
\ module, or allow foreign particles to enter. Doing so has been known to cause 
damage, fire or electric shock. 



RAM Module Slot ^ ^ installing the RAM module 



RAM module specifications 



144 pins, 60/70 ns, 3.3 V, SO-DIMM, EDO 



31.7 mm (1.25") 
or less 



(2) Snathe module into place 
by pushing it down. 





Removing the RAM module 



Open the left and right hooks. 
Fix the hooks 
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Put the cover back into place 



5 Turn your computer on 



Using an External Display 




Some external display connec- 
tors do not match the computer's 
connector. In this case, consult 
your nearest Panasonic dealer. 

Ext. Display Port 

I 



y Power off your computer (o-page 1 1) 

Do not shut down using the suspend or hibernation mode. 

/- (©agipgca) : - ^ 

Do not mstall or remove peripherals while your computer is in the suspend or hiberna- 
tion mode; abnormal operation may result. 

^Connect the external display to your computer 
^note) > 




For more detailed information, please refer to the operation manual for the external 



display. 



Be careful widi the direction of 
the connector. 



3 Turn on the display, then turn on your computer 

#To display on both the LCD of your computer and the external 

display 

After this settings, [True Color (24bii)] can not be displayed on the external display. 

1 Run the Setup Utility (opage 34). 

2 Using Q and Q, select [System Setup] then press 

3 Using Q and Q, select [Display], set [Simultaneous] with 
g then press g 

4 Close the Setup Utility (o-page 34). 

^Select your external display 

Set your external display for [Models] in [Start] - [Sellings] - [Control Panel] - 
[Display] - [Settings] - [Advanced Properties] - [Monitor] - [Change] - [Show all 

devices], then press 



Using a Printer 




Power off your computer (c^page 11) 

Do not shut down using the suspend or hibernation mode. 



r 



Do not install or remove peri^esrals while your computer is in th& suspend Or hiberna- 
tion modei^ abnormal opemiiQiiiii^y result. 



Be careful with the direction of 
the connector. 



Connect the printer to your computer 



Turn on the printer, then turn on your computer 



4 Setting your printer 

Go to [My Computer] - [Printers]. Find your printer's icon, double-click on it, and click 
[File] - [Set As Default]. If no icon is available, select [Add Printer] and install the driver 
program. 

^note) . 

You may need to install a driver for your printer. Simply follow the on-screen 
instructions and read the printer's operation manual on how to install the driver. 
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storage, Carrying and Maintenance 



Computer 



Maintenance 
Carrying 



Do not use solutions such as benzene or thinner. A soft, dry cloth is recommended. 
Cleaning the CD drive using a CD lens cleaner is recommended, not a liquid type cleaner. 

• Do not leave a floppy disk in the drive while transporting your computer. 
I Do not carry your computer when it is ON. 
► Do not hold the edges of the display. Doing 
so may damage the computer. 




• Do not drop or hit your computer against solid objects. 

• If you have occasion to ship your computer, make absolutely sure that it is packed with 
adequate protection. 

• Insert the lens protect sheet in the CD drive. 



Storage 



Do not place in areas exposed to direct sunlight or extremely high/low temperatures. 
Insert the lens protect sheet in the CD driye. 



CD-ROM 



If the mouse cursor does not move, or skip erratically, dust may have built up in the track ball 

well. Cleaning the mouse is recommended. 
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Marks 




Remove the mouse 

Power off your computer then remove the mouse. 

Remove the cover and then remove the ball 

Turn the mouse over, turn the ring counterclockwise while holding the 
two marks on the cover to unlock. 

Remove the cover by sliding the mouse, then remove the ball. 

Wash the ball and then wipe the cover and roller 

After washing the ball in soapy water, rinse it in water 
thoroughly and wipe it with a dry, soft cloth. 
Wipe, the surface of the cover and the roller in the mouse 
with a dry, soft cloth as well. 

Return the ball and cover 

Return the ball to its original position, attach the cover and turn it clockwise to lock. 

Return the mouse 

Return the mouse to its original position. 



Do not allow CDs to become dirty or scratched. 

Do not place or store CDs in locations exposed to heat, direct sunlight, humidity or dust. 
Do not write on the surface of the CD with ball-point pen or other writing instrument. 

Do not drop, bend, or place heavy objects on top of CDs. 

If the CD is brought from cold into a warm environment, moisture may form on the disc. 

Wipe this moisture off with a soft, dry, lint-firee cloth before using the CD. 

Cleaning the CD using a CD disk cleaner (LF-K022DC) is recommended once every 2 or 3 

months. 



If a CD gets dirty, after wiping the CD with a 
moist, soft cloth, wipe it with a dry cloth. Al- 
ways wipe firom the center toward the edge. 




Computer Diagnosis 



List of Error Codes 



If a problem occurs with your hardware, [POST Start up Error(s)l is displayed along with the 
error code(s), follow the on-screen instructions. 

Setup: Setup utility (CTpage 34) is started. Run [Load Default Settings (PnP)]. 

Next the Setup Utility must be run again to input the appropriate operating environ- 
ment settings. 

Exit: Ignore the error message(s), and restart the computer. 



Code 


Description 




Rnnt fniliirp—HpfViiilt rnnfioiiratinn iKf^ 

IJV/Ul l^llUi^ UWiailll ^^IlllKiU All^Jll UO^U 


Default configuration in use 






Interrupt controller failure 




^vctptn Ro$irr1 T^Ailiirp 


Timer 2 test failure 


J KJKJ 


QvctPiY^ RnarH T^jiiliirp 


Diskette controller failure 


1 14 


AHflntpr ROM Prrnr 


Adapter ROM checksum error 






Real-time clock failure 


161 


Bad CMOS Battery 


Dead battery 


162 


Configuration Change Has Occurred 


Configuration error 


162 


Conflguration Error 


CMOS checksum error 


163 


Date and Time Incorrect 


Real-time clock is not updating 


173 


Configuration Change Has Occurred 


ROM configuration has changed 


201 


Memory Size Error 


Memory size/data error 


301 


Keyboard Error 


Keyboard failure 


303 


Keyboard Error 


Keyboard controller failure 


604 


Diskette Drive Error 


Diskette drive 0 configuration error 


605 


Diskette Drive Error 


Diskette unlocked problem 


1780 


Hard Disk Error 


Fixed disk 0 failure 


1800 


PCI Error 


No more IRQs available 


1801 


PCI Error 


No more room for optional ROM 


1802 


PCI Error 


No more I/O space available 


1803 


PCI Error 


No more memory (above 1 MB) available 


1804 


PCI Error 


No more memory (below i MB) available 


1805 


PCI Error 


Checksum error or 0 size optional ROM 


8601 


Pointing Device Error 


Pointing device failure 


19990301 




Hard disk failure 


19990305 




An operating system could not be found 



Using the Self-diagnosis Program 



Follow the procedure below to check whether each part of your computer is operating properly. 

1 To run the program, insert the Firstaid FD you created into the 
floppy disk drive, then turn your computer on 

2 When the display below is shown, select [1. Boot] 

1. Boot 

2. Restore HDD to factory default (For beginners) 

3. Restore HDD to factory default (For advanced users) 

3 At the MS-DOS prompt (A:\WINDOWS\COMI\AAND>), input the 
following: 

diagSS 

Follow the messages on the screen. 



Dealing with Problems 



When a problem occurs, please refer lo this page. If you think it has to do with the software application you are using, please 
read the related manual. If you cannot find a solution to a problem, please consult your nearest Panasonic dealer. 

• Starting Up 



If the fan (c^- page 37) in the back of the computer does not work, it may be a malfunction. Consult your nearest Panasonic 
dealer. 



The power indicator is not 

lit 


# The AC adapter may not be properly connected. 

• Pressing the reset button will solve the problem (q> page 36). 


The po'wer Indicator is 
flashing orange and power 

remains OFF 


The CPU temperature is too hot. When the temperature of the CPU drops, power on again. 


[Enter PasswordUJ or J Is 
displayed 


Please input your password. If you have forgotten it, consult your nearest Panasonic dealer. 


(Once this Icon is ejceciited, 
wiil not be displayed later) ' ~ 


If you deleted,^ before you double-click select [Start]-[Run], input [c:\util\avapp'^tup.bat], 
and press |r " cr""n^ Follow the message on the screen. 


[Post Start Up Error(s)] is 
displayed 


Q. page 23 


Hie pre-memoi^ count, 
Windows startup, or an 
operation is eicteeBiely 
slow 


Run [Load Default Settings (PnP)] in the Setup Utility. This will restore the Setup Utility's 
settings to their default values {except the password settings), then the Setup Utility must be run 
once again for you to input the appropriate operating environment settings. (The processing 
speed depends on the application software used, so this (^)eration may not cause the processing 

speed to increase.) 


The date and tiiiie are 
incorrect 


• You can set the date and time through [Date/Time] in [Start] - [Settings] - [Control Panel]. 
Another way is with the DATE and TIME commands in MS-DOS. 

• If you continue to experience problems, the internal battery maintaining the clock may 
need to be replaced. Please consult your nearest Panasonic dealer. 


# Display 


Even after powerioD^ on, no 
display 


• Adjust the brightness or contrast. 

• When purchasing the computer, the display setting has been preset for an external display. 

• When there is no display to an external display, 

• Check your cable connection for an external display. 

• Confirm an external display is on. 

• If your computer is connected to an external display and the internal LCD has been set to 
"off', and the unit is placed in the hibernation or suspend mode, the internal LCD will 
remain in the "off mode if the external display is not connected when the computer is 
restarted. In this case, re-connect the external display and reboot the computer. 


The power has not beoi cut, 
but after a certain period of 
time, there is no display 


• Has your computer been set to the power-saving mode? To resume operation of your 
computer, press any key. 

• To save power, your computer may have automatically entered the suspend or hiberna- 
tion mode. 


An afterimage appears 


If an image is displayed for a prolonged period of time, an afterimage may appear. This is 

not a malfunction. The afterimage will disappear when a different screen is displayed. 


The motion of a mouse 
cursor Is not smooth 


[Start]-[Settings]-[Control Panel]-[Mouse]-[Motion] and check [Show pointer trails]. 


The cursor does not move 
from mouse operations 


• The Coffee break Password may be set. 

• Check your mouse connections, and then reboot the computer from the keyboard. 

From the keyboard, you may choose to press down on or | + then select 
[Shut Down]. 



# Disk Operations 



Cannot read/write to a 
floppy disk 


• Has the floppy disk been correctly inserted? 

• Has the floppy disk been correctly formatted? 

• Has the Setup Utility been used to set [Floppy Operation] to [Enable]? 


Unable to write to a floppy 
disk 


Is the floppy disk write-protected? 


How to format a floppy disk 
is unclear 


Select [Format] in [My Computer] - [3 1/2 Floppy (A:)] - [File]. After confirming the disk 
volume and format type, click j stM j: 


Unable to read/write to die 
hard! disk 


• Your drive or file may not have been properly set. 

• Check to see if the hard disk is full. 

• Your hard disk content may be corrupted. Consult your nearest P^asonic dealer. 


The Tray of the CD drive 

does not extend 


• Is the computer on? 

• Extend the tray by using emergency hole, ((y page 9) 


Unabie to read the CD 

-v 


• Is the CD dirty, wet or scratched? {^T pag^ 22) 

• Has the CD been inserted correctly? 

• Check the specification of the drive or file. 



# Character Input 



Only capital letters are 
beiii(^ input 


If the CapsLk lamp is lit, the Caps Lock is ON. To switch it OFF, press [fc«i»i«* |. 


How to input European 
characters (li, a, 9) or 
symbols is unclear 


Select [Start] - [Run], input [c:\windows\charmap.exe] and press ]■ M'^"'\. The Character 
Map will be displayed. Point to the desired font name and select it. 



• Setup Utility 



[Enter Password:] or is 
displayed 


Enter the User Password or Supervisor Password. If you have forgotten it, consult your near- 
est Panasonic dealer 


[User Password] cannot be 
selected 


[User Password Protection] in [Supervisor Setup] may be enabled. 


[Coilee break: PasswdrdQ^ 
or [Key Combination for 
Coffee break] cannot be 

selected 


You need to set the User Password. 


[Supervisor Password] 
cannot be set 


If the User Password has been set first, the Supervisor Password can not be the same as the 
User Password. Another password needs to be entered. 



Dealing with Problems 



# Connecting Peripherals 



Your peripheral does not 
work. An error occurs 
while installing the driver 


You need to use drivers conforming to Windows 95 Version 4.00.950B (OSR-2). Some 
earlier drivers will no longer work. 

For more information, please ask the source of the driver in question. 


(Jnable to print 


• Check the computer-printer connection. 

• Make sure the primer is on. 

• Make sure the printer is in the online state. 

• Make sure paper is in the printer tray and there is no paper jam. 

• Has the Setup Utility been used to set [Parallel Port (Address)] to [Automatic (PnP)], 
[378] or [3BC]? 


The device competed to tibe 
serial port does not woric 


• Check the connection. 

• Confirm that the device driver for the serial port works. Please refer to the reference 
manual for the device. 

• Confirm that two mouse devices are not connected, one through the mouse jack and the 
other through the serial port. 

• Has the Setup Utility been used to set [Senal Port] to [Automatic (PnP)] or [3F8]? 


A PC card does not work 


• Make sure the card is properly inserted. 

• Coniirm that the card conforms to the PC Card Standard. 

• A driver for Windows 95 may need to be installed. 

• Note that after a driver is installed, the computer must be rebooted. 

• Check that the proper port settings have been made. 

• Read the PC card's manual. Or, you may need to call the source of the PC card. 


You do not know the 
; avallabkJRAM^toodiile 


page 20 


The RAM module has not 
been recognized 


Make sure the RAM module has been properly inserted. 


Hie address map for IRQ, 
I/O port address, etc. Is 
unclear 


Check the address map by going to [View Resources] in [Start] - [Settings] - [Conu^l Panel] 
- [System] - [Device Manager] - [Computer] - [Properties]. 



26 



Technical Information 



^ Network 




# The network connection may be severed when entering the 
standby and suspend (hibernation) mode. Be sure lo disable 
the hibernation timeout settings with the Setup Utility if you 

require a network environment. 


• When the power saving function is running, communica- 
tions software may malfunction. For example, communi- 
cations may be halted if the suspend mode (hibernation) 

is activated. 


About HDD DMA Transfer 




Do not add the check mark / to [DMA] in [Start] - [Settings] - 
[Control Panel] - [System] - [Device Manager] - [Disk drives] - 
[GEl^RIC IDE DISK TYPE**] - [Settings]. 

This may damage data on the hard disk. 


FAT32 





This computer uses a new, highly efficient file system called 
FAT32. Please note the following regarding FAT32. 

• Some software will not run normally: 

Do not run disk utilities and other software not compatible 
with FAT32. Doing so could cause incorrect information such 
as hard disk capacity to be shown or couid destroy hard disk 
data. 

Contact the dealer or other outlet for the software and obtain 

the latest version. 

• Non-recognition from other operating systems: 

You will not be able to view the contents of your hard disk 
from other operating systems. (For example, you will not be 
able to view the contents of your hard disk even when starting 
up using a floppy disk created with another computer.) 
Other operating systems cannot therefore be installed. To in- 
stall the operating system, please refer to the method listed 
below. If you are unsure about this explanation, do not pro- 
ceed with installation of operating system. 

(T) Back up the contents of your hard disk. 
@ Start up with the Firstaid FD. 



Internet Explorer 4.0 



Internet Explorer 4.0 places a tremendous load on the system m 
order to execute the wide variety of functions that it provides. 
As a result, some unexpected faults may occur. 
Example: • It takes a long time to reboot or the computer 
locks up. 

• The software cannot be upgraded. 

• A system module error oc:curs. 



d) When the [Windows 95 Startup Menu] appears, select 

[l.Boot]. 

© Enter FDISK 1^3- 

© Select [3. Delete partition or Logical DOS Drive]. 

© Select [1. Delete Primary DOS Partition]. 

© Start up again following the instructions on the screen. 

These steps will allow you to install most operating systems. 
The contents of the hard disk will be deleted. Always make 
sure to back up the hard disk beforehand. 
The following steps will normally be unnecessary, however, 
if installation is not possible, try performing them. 

Start up again using the Firstaid FD to open FDISK in the 
same way. 

© When [Do you wish to enable large disk support (Y/N)...?] 

appears on the first screen, press "N", then j^^^. 
® Select [ 1 . Create DOS partition or Logical DOS Drive], 
© Set the partition following the instructions on the screen 
and activate it. 

@ Stan up again following the instructions on the screen. 



If any of these faults occurs, try using the software with some 
Internet Explorer 4.0 functions turned off. (See Internet Ex- 
plorer Help for more details.) 
Example: # Close the channel bar. 

• Close the welcome message. 

• Set the wallpaper to "None". 

• Uninstall Internet Explorer 4.0. 



Reinstallation 






When \\^ndows is started up while pressing the 
the [Microsoft Windows 95 Startup Menu] is displ 


F8 

ayed. 


j^gy^ reinstalling Windows, [Previous version of MS-DOS] also 
After 3ppC3^ ill menu, however, do not select this item as MS- 
DOS is not installed. 


Power saving function in the sound chip 



The sound chip has its own power saving function. You can 
enable this function in the [OPL3-SAx power management] tab 
(select [Start] - [Settings] - [Control Panel] - [Power]). 
In [Non Power Save mode], the power saving function is dis- 
abled. This is the default value. 

In [Minimum level of power save], the power saving function is 



enabled. You may encounter problems, such as no sound from 
music CDs, and the keyboard's volume control (Q + Q 
1^ ) will not function. 

Do not select [Intermediate level of power save] or [Maxi- 
mum level of power save] because noise is likely. 



Reinstalling Software 



Before Reinstallation 



Preparing 

You will need the Firstaid FD (you earlier made copies of), Firstaid CD (included), Windows 95 CD (only use enclosed CD) and 

a blank floppy disk for the startup disk. 



NOTE 



If you have not created these disks, a message will appear at startup urging you to make backup copies. If there is no 
jnessage, backup copies have already been created. 



Important 

• Save all important data. If reinstallation is carried out, all data existing prior to the installation will be lost. The reinstal- 
lation will return the computer to factory condition. 
I Be sure to remove all PC Cards and disconnect all peripherals before the reinstallation procedure. 



Reinstalling 



^Windows 95 (HDD format) 

Two options are available, one for beginners and. the other 
for advanced users. 
• For beginners:' 



# For advanced users: 



Returning to factory default 
condition. 

Returning drive C to factory 
default condition. 



7 When your computer prompts you to insert die "Windows 95 

CD", please do so. 

Windows 95 has setup started. Follow the on-screen instruc- 
tions. 



> The Advanced Usei^ option should only be pisafdmied when 
the hard disk has been formatted into two or more parti- 
tions. 

I If on your hard disk is colnpressedv tl^ data shpvM 
be Uncompressed. 



Insert the "Firstaid FD", and turn the computer on, then run 
the Setup Utility program. (Q»page 34) 

At 



2 Select [Load Default Settings (PnP)], then press |;;:;_e 
the confirmation message, press |{«^ Bttrjj . 

3 Close the Setup Utility (Opage 34); this screen should ap- 
pear. 



Micfpsoft Windows 95 Startup Menu 

1. BOOt 

2. Restore HDD to factoiy debuk (For beginners) 

3. Restore HDD to factoiy default (For actvanced users) 
Enter a choice: 1 

4 For beginners: select [2. Restore HDD to factory de- 

fault (For beginners)]. 

For advanced users: select [3. Restore HDD to factoiy de- 
fault (For advanced users)] 

At the confirmation message, press Q. Simply follow the 

on-screen instructions . 

5 <For i>eginners only> 

When your computer prompts you to insert the "Firstaid CD", 
please do so. When the computer reboots, the startup menu 
will appear, select 2 and continue to follow the on-screen in- 
structions. 

6 <For beginners oiily> 

When your computer prompts you to insert the "Firstaid FD", 
press 1^ . When the computer reboots, the startup menu will 
appear, select 2 and continue to follow the on-screen instruc- 
tions. 



note}- 



With the exception of the instruction below, please se- 
lect all default values displayed by the Setup Wizard. 
Be sure to add the check mark ^ for [Sound, MIDI, or 
Video Capture Card] at the [Analyzing Your Computer]. 
Have a blank disk on hand to create a "Windows 95 
Startup Disk". Immediately after creating this disk, en- 
ter the "Firstaid FD" into the floppy disk drive and press 
|r OK j . (Note: A system error will result if the 
"Firstaid FD" is not inserted. If this occurs, insert the 
"Firstaid FD" and press [Retry].) 



6 At the [Finishing Setup], remove the floppy disk and press 
[lIjgw^'„',JI - Windows will restart after all the settings have 
automatically been made. 

9 At the [Date/Time Properties], press | | . 

to At the [Add Printer Wizard], press r"E^" "l - 

1 1 When the display appears indicating the establishment of 
the system settings, press I 



Of: 



1 



The computer will reboot. (When the welcome screen ap- 
pears, press [r 'iGfaie | .) 

# Power 1 

12 Delete the check mark ^ for [When powered by AC power) 
in [Start] - [Settings] - [Control Panel] - [Power] - [Disk 
Drives], then press ir""'^C"l 

# Device Manager 1 

13 Set [Stan drive letter] and [End drive letter] in [Control 

Panel] - [System] - [Device Manager]- [CDROM]- 
[MATSHITA UJDCD87101- [Settings] - [Reserved drive 
letters] to [L:], then press li o< I If the message to re- 



start or shut down Windows appears, select 
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Sound driver 

14 In [Control Panel] - [System] - [Device Manager], for each 
item in [Sound, video and game controllers] and [Ports 
(COM&LPT)], press flw^"^! to delete it, then press 
|{ cm j to confirm the deletion. If the message to restart 
or shut down Windows appears, select {-" "S"""! 



15 Select | gote j . If the message to restart Windows ap- 
pears, select |j It* I If the message does not appear, se- 
lect [Start] - [Shut Down] - [Restart the computer], then 
press ji If** j. 

If [Unknown Device] appears at the [Update Device Driver 
Wizard] while restarting, select lO^O . 

16 Select j giwriacaiiani;.. "j input [c:\util\drivers\sound], then 

press If m ] . 

17 At the [Update Device Driver Wizard], select lL55tL-JI . 
and at the [Insert Disk] select I; ^ j . 

18 At the [Copying Files], type [c:\util\drivers\sound], then 

press I; 

Video driver 

19 In [Control Panel] - [System] - [Device Manager] - [Dis- 
play adapters] - [Standard PCI Graphics Adapter (VGA)] - 
[Driver] - [Update Driver], select [Yes (Recommended).] 
then press [fZy^O - 

20 Select f 'a'»>^"L^*^.r';^( . input [c:\util\drivers\video], then 



press ic^::j . 



21 At the [Update Device Driver Wizard], select lO^^O . 

22 If the message to restart Wmdows appears, select i ' tjo ;}, 
then select at the [S3 Inc. Virge MX (Panasonic 
Release) Properties]. 

I Device Manager 2 

23 For each item in [System] - [Device Manager] - [Other 
Devices] and [PCMCIA Sockets], select f^fipi^i^i to de- 
lete it, then press f:~''W ] • 

24 Select the item [System devices] - [PCI bus], then select 

1. then press |; w " \ . If the message to restart 

Windows appears, select f lo"^! ' 

System setup 1 

25 In [Start] - [Run], input [c:\install.bat] then press | qk: | . 
Windows restart. 

26 When the [Version Conflict] appears, select |i x<» 



If 



the message to restart Windows appears, select |i j . 

Power 2 

27 In [Start] - [Settings] - [Control Panel] - [Power] - [OPL3- 
SAx power management], set [Non Power Save mode] then 

press j 



OK 



Device Manager 3 

26 Delete the check mark ^ for [Auto insen notification] in 
[Control Panel] - [System] - [Device Manager] - [CDROM] 
- [MATSHITA UJDCD8710] - [Settings], then press 
I OK j . Press I' m ~ \ at the [System Properties]. If the 
message to restart Windows appears, select 1^ iif* I 



i Display 

29 Set [Super VGA 1024 X 768] for [Models] in [Start] - 
[Settings] - [Control Panel] - [Display] - [Settings] - [Ad- 
vanced Properties] - [Monitor] - [Change], then press 



After pressing I Cb» 1 at the [Advanced Display Prop- 
erties], press j; ok | . 

^ System setup 2 

30 Select [Start] - [Programs] - [MS-DOS prompt], then type 
the following. 

del \install.* 



exit i:i 



Xnote> 



Some Windows applications differ in use firom their fac- 
tory-set state. To add or delete items from the menu, select 
[Add/Remove Programs] in [Start] - [Settings] - [Control 
Panel]. 



Installing PhoenixCard Manager 



Please prepare two 2HD formatted floppy disks to create 
backup disks for PhoenixCard Manager95. 
Select [Start] - [Program] - [MS-DOS prompt], then type 
the following. 

For PhoenixCard Manager95 diskl : 

xcopy c:\util\drivers\pccard\diskl a:\ /s { ^aurjl 
For PhoenixCard Manager95 disk2: 

xcopy c:\uiil\drivers\pccard\disk2 a:\ /s [(^ eb*]] 

If necessary, install PhoenixCard Manager95 with the follow- 
ing steps. 

1 Insert the "PhoenixCard Manager95 diskl". 

2 Select [Start] - [Settings] - [Control Panel] - [Add/Remove 
Programs]. 

3 Select [InstallAJninstall] - [Install] then press IOIb*^' ''.:!! 



4 Press iLJasfe-jL then follow the on-screen instructions. 



Installing Internet Explorer 4.0 



If necessary, install Internet Explorer 4.0 with the following steps. 

1 Insert the Internet Explorer CD-ROM. 

2 In [Start] - [Run], input [L:\setup.exe], then press li ^ I . 
Follow the on-screen instructions. 
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LIMITED USE LICENSE AGREEMENT 



THE SOFTWARE PROGRAM(S) ("PROGRAMS") FURNISHED WITH THIS PANASONIC* PRODUCT ("PRODUCT") 
ARE LICENSED ONLY TO THE END-USER ("YOU"), AND MAY BE USED BY YOU ONLY IN ACCORDANCE WITH 
THE LICENSETERMS DESCRIBED BELOW. YOUR USE OFTHE PROGRAMS SHALL BE CONCLUSIVELY DEEMED 
TO CONSTITUTE YOUR ACCEPTANCE OF THE TERMS OF THIS LICENSE. 

Matsushita Electric Industrial Co., Ltd. ("MEI") has developed or otherwise obtained the Programs and hereby licenses 
their use to you. You assume sole responsibility for the selection of the Product (including the associated Programs) to 
achieve your intended results, and for the installation, use and results obtained therefrom. 

LICENSE 

A. MEI hereby grants you a personal, non-transferable and non-exclusive right and license to use the Programs in 
accordance with the terms and conditions stated in this Agreement. You acknowledge that you are receiving 
only a LIMITED LICENSE TO USE the Programs and related documentation and that you shall obtain no title, 
ownership nor any other rights in or to the Programs and related documentation nor in or to the algorithms, 
concepts, designs and Ideas represented by or Incorporated In the Programs and related documentation, at! of 
which title, ownership and rights shall remain with MEI. 

B. You may use the Programs only on the single Product which was accompanied t>y the Programs. 

C. You and your employees and agents are required to protect the confidentiality of the Programs. You may not 
distribute or othenvlse make the Programs or related documentation available to any third party, by time-sharing 
or othenvise, without the prior written consent of MEL 

D. You may not copy or reproduce, or permit to be copied or reproduced, the Programs or related documentation 
for any purpose, except that you may make one (1) copy of the Programs for backup purposes only in support 
of your use of the Programs on the single Product which was accompanied by the Programs. You shall not 
modify, or attempt to modify, the Programs. 

E. You may transfer the Programs and license them to another party only in connection with your transfer of the 
single Product which was accompanied by the Programs to such other party At the time of such a transfer, you 
must also transfer all copies, whether in printed or machine readable form, of every Program, and the related 
documentation, to the same party or destroy any such copies not so transferred. 

F. You may not remove any copyright, trademark or other notice or product identification from the Programs and 
you must reproduce and include any such notice or product identification on any copy of any Program. 

YOU MAY NOT REVERSE ASSEMBLE, REVERSE COMPILE, OR MECHANICALLY OR ELECTRONICALLY TRACE 
THE PROGRAMS, OR ANY COPY THEREOF, IN WHOLE OR IN PART 

YOU MAY NOT USE, COPY, MODIFY, ALTER, OR TRANSFER THE PROGRAMS OR ANY COPY THEREOF, IN 
WHOLE OR IN PART EXCEPT AS EXPRESSLY PROVIDED IN THE LICENSE. 

IF YOU TRANSFER POSSESSION OF ANY COPY OF ANY PROGRAM TO ANOTHER PARTY, EXCEPT AS PER- 
MITTED IN PARAGRAPH E ABOVE. YOUR LICENSE IS AUTOMATICALLY TERMINATED. 

TERM 

This license Is effective only for so long as you own or lease the Product, unless earlier terminated. You may terminate 
this license at any time by destroying, at your expense, the Programs and related documentation together with all 
copies thereof in any form. This license will also terminate effective immediately upon occurrence of the conditions 
therefor set forth elsewhere in this Agreement, or if you fail to comply with any term or condition contained herein. Upon 
any such termination, you agree to destroy, at your expense, the Programs and related documentation together with all 
copies thereof in any form. 

YOU ACKNOWLEDGE THAT YOU HAVE READ THIS AGREEMENT UNDERSTAND IT AND AGREE TO BE BOUND 
BY ITS TERMS AND CONDITIONS. YOU FURTHER AGREE THAT IT IS THE COMPLETE AND EXCLUSIVE STATE- 
MENT OFTHE AGREEMENT BETWEEN US, WHICH SUPERSEDES ANY PROPOSAL OR PRIOR AGREEMENT 
ORAL OR WRITTEN, AND ANY OTHER COMMUNICATIONS BETWEEN US, RELATING TO THE SUBJECT MAT- 
TER OF THIS AGREEMENT 



Beschranlde Benulzerlizenz-Vereinbaiiing 



Das (die) mit diesem Panasonic®-Produkt {im weiteren als "Produkt" bezeichnet) gelieferte(n) Programm(e) (im weiteren 
als "Programme" bezeichnet) wird (werden) nur fur den Gebrauch durch den Endnutzer (im weiteren als "der Kaufer" 
bezeichnet ) lizenziert und darf (durfen) aussclilieRlich gema3 den unten aufgefiihrten Lizenzbedingungen benutzt 
werden. Der Gebrauch der Programme durch den K3ufer gilt als konkludente Zustimmung des Kaufers zu den 

Bestimmungen dieser Lizenz. 

Die Programme wurden von Matsushita Electric industrial Co., Ltd. (im weiteren als "MEI" bezeichnet) entwicl<elt Oder 
sle wurden auf andere Weise von MEI enworben, und MEI lizenziert die Programme hiermit fur den Gebrauch des 
Kaufers. Der Kaufer ubernimmt die alleinige Verantwortung dafur, daB die Wahl des Produkts (einschlieBlich der 
zugehorigen Programme) die beabsichtigten Zwecke erf ullt, sowie fur die Installation, den Gebrauch und die damit 
erzielten Ergebnisse. 

Lizenz 

A. Hiermit erteilt MEI dem Kaufer das personiiche, nicht ubertragbare und nicht ausschlieBliche Recht und die 
Lizenz zur Nutzung der Programme gernaB den Bestimmungen und Bedingungen dieser Vereinbarung. Der 
Kaufer bestdtigt, da3 er lediglich eine BESCHRANKTE LIZENZ ZUM GEBRAUCH der Programme und der 
dazugehorigen Dokumentation erhalt und daB mit dieser Lizenz kein Rechtsanspruch, kein Besitzanspruch und 
keine anderen Rechte verbunden sind, weder auf die Programme und die dazugehorige Dokumentation, noch 
auf die Algorithmen, Konzepte, Ausfuhrungen und Ideen, die von den Programmen und der dazugehorigen 
Dokumentation dargestellt werden oder in diese aufgenommen sind, und daB alle Rechte bei MEI verbleiben. 

B. Der Kaufer darf die Programme nur mit genau dem Produkt venvenden, zu dessen Lleferumfang die Programme 
gehoren. 

C. Der Kaufer und seine Angestellten und Bevoilmachtigten sind zum Schutz der Vertraulichkeit der Programme 
verpflichtet. Der Kaufer darf die Programme und die dazugehorige Dokumentation ohne vorherige schriftliche 
Genehmigung von MEI nicht an Dritte weitergeben oder sre auf andere Weise. einschlieBlich von Time-Sharing, 
Dritten zuganglich machen. 

D. Der KSufer darf die Programme und die dazugehdrige Dokumentation zu kelnerlel Zwecken kopieren oder 
reproduzieren und darf auch nicht zulassen, daB sie von anderen kopiert oder reproduziert werden, au Ber daB 
der Kaufer eine (1) Kopie der Programme ausschlieBlich fur Sicherungszwecke und nur zur Unterstutzung der 
Venvendung der Programme mit genau dem Produkt erstellen darf, zu dessen Lleferumfang die Programme 
gehoren. Der Kaufer darf die Programme weder modifizieren noch solche Modifikationen versuchen. 

E. Der Kaufer darf die Programme und eine diesbezugiiche Benutzerlizenz nur zusammen mit der Ubergabe genau 
des Produktes, zu dessen Lleferumfang die Programme gehoren, an einen Dritten ubergeben. Zur Zeitpunkt 
einer solchen Ubergabe istder Kaufer verpflichtet, sSmtliche von ihm erstellten Kopien, sowohl in gedruckter, als 
auch in Maschinensprache abgefaBter Form, jedes einzelnen Programms und der dazugehorigen Dokumentation 
an die gleiche Person zu ubergeben und alle nicht ubergebenen Kopien zu zerstoren. 

R Der Kaufer darf kein Copyright, Warenzeichen oder keine andere Bekanntmachung oder Produktkennzeichnung 
von den Programmen entfernen und muB jede solche Bekanntmachung oder Produktkennzeichnung auf jeder 
Kopie eines der Programme reproduzieren. 

Der Kaufer darf die Programme und davon erstellten Kopien, weder insgesamt noch teilweise, nicht im Reversierverfahren 
assemblieren, kompilieren oder auf mechanischem bzw. elektronischen Wege abtasten. Der Kaufer darf die Programme 
und deren erstellte Kopien, weder insgesamt noch teilweise benutzen, kopieren, modifizieren, verandern oder 
weitergeben, es sei denn dies ist Im Rahmen dieser Lizens gestattet. 

Falls der Kaufer eine Kopie eines der Programme, auBer gem3B Absatz E, an Dritte weitergibt, wird diese Lizenz 
automatlsch auBer Kraft gesetzt. 

Laufzeit der Lizenz 

Diese Lizenz ist nur so tange giiltig, wie der Kaufer das Produkt zu eigen hat oder im Leasing-Verfahren betreibt, falls 
sie nicht vorher widerrufen wird. Der Kaufer darf diese Lizenz zu einem beliebigen Zeitpunkt aufheben, indem er die 
Programme und die dazugehdrige Dokumentation zusammen mit alien davon in jeglicher Form erstellten Kopien auf 
eigene Kosten zerstort. Diese Lizenz wird auBerdem mit sofortiger Wirkung aufgehoben, wenn eine der oben 
aufgefuhrten Bedingungen eintritt oder der Kaufer irgenwelche Bestimmungen oder Bedingungen dieser 
Lizenzvereinbarung verletzt. Der Kaufer verpflichtet sich, nach einer solchen Aufhebung der Lizenz die Programme 
und die dazugehdrige Dokumentation zusammen mit alien davon in jeglicher Form erstellten Kopien auf eigene Kosten 
zu zerstoren. 

Der Kdufer bestStigt, diese Vereinbarung gelesen und verstanden zu haben, und verpflichtet sich, Ihre Bestimmungen 
und Bedingungen einzuhalten. Der Kaufer bestatigt welterhin, daB es sich bei der vorliegenden Vereinbarung um 
eine vollstandige und ausschlieBliche Aufzeichnung der Vereinbarung zwischen dem Kaufer und MEI handelt, die 
alle Vorschlage oder fruheren Vereinbarungen, in mundlicher oder schriftlicher Form, sowie jegliche Unterredungen 
zwischen dem Kaufer und MEI in Bezug auf die Gegenstande der vorliegenden Vereinbarung ablest. 
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Contrat de licence d'usage limite 



Le(s) logiciel(s) (les "Logiciels") fournis avec ce produit Panasonic® (le "Produit") sont exclusivement conc6d6s en 
licence k rutilisateur ultime ("vous"), et ils ne peuvent §tre utilises que conform6ment aux clauses contractuelles ci- 
dessous. En utilisant les logiciels, vous vous engagez de mani^re definitive ^ respecter les termes, clauses et condi- 
tions des pr6sentes. 

Matsushita Electric Industrial Co.. Ud. ("MEI") a mis au point ou obtenu les Logiciels et vous en conc6de rutillsatlon par 
les pr^sentes. Vous assumez Tentifere responsabilite du choix de ce Produit (y compris des Logiciels associ6s) pour 
obtenir les r^sultats escompt^s, ainsi que de installation , de riitilisation et des r^sultats obtenus. 

Licence 

A. MEI vous octroie par les pr^sentes le droit et la licence personnels, non cesslWes et non exclusifs d'utiliser les 
Logiciels conform^ment aux termes, clauses et conditions de ce Contrat. Vous reconnaissez ne recevoir qu'un 
droit limits d'utiliser les Logiciels et la documentation les accompagnant et vous vous engagez ^ n'obtenir aucun 
droit de titre, prophets ni aucun autre droit vis-^-vis des Logiciels et de la documentation les accompagnant ni 
vis-ci-vis des algorithmes, concepts, desslns, configurations et Id6es represent^s par ou incorpor6s dans les 
Logiciels et la documentation les accompagnant, dont les titres, propri^te et droits resteront tous k MEI. 

B. Vous ne pouvez utillser les Logiciels que sur le Produit unique qui est accompagn^ par les Logiciels. 

C. Vous et vos employes ou agents §tes requis de prot^ger la confidentiality des Logiciels. Vous ne pouvez ni 

distribuer ni mettre les Logiciels et la documentation les accompagnant a la disposition d'un tiers, par partage de 
temps ou de quelque autre mani^re que ce soit, sans I'autorisatlon 6crite prealable de MEL 

D. Vous ne pouvez ni copier ni reproduire ni permettre la copie ni la reproduction des Logiciels ni de la documen- 
tation les accompagnant pour quelque fin que ce soit, k I'exception d'une (1) copie des Logiciels k des fins de 
sauvegarde. unlquement pour soutenir votre utilisation des Logiciels sur le Produit unique qui est accompagne 
par les Logiciels. Vous ne pouvez ni modifier ni tenter de modifier les Logiciels. 

E. Vous ne pouvez ceder les Logiciels et en octroyer la licence k une autre partie qu'en rapport avec votre cession 
du Produit unique. qui est accompagn6 par les Logiciels k cette autre partie, Au moment de cette cession, vous 
devez c6der egalement toutes les copies, que ce soit sous forme imprim6e ou lisible par la machine, de tous les 
Logiciels ainsi que de la documentation les accompagnant, k la mdme partie ou ddtruire les copies non c6d6es. 

F. Vous ne pouvez. retirer aucune marque de droits d'auteur, marque ou autre ni aucune identification de produit 
des Logiciels et vous devez reproduire et inclure toutes ces notices ou identifications de produit sur toutes les 
copies des Logiciels. 



Vous ne pouvez assembler en sens inverse, compiler en sens inverse ni retracer les Logiciels ni aucune de leurs 
copies, de fa9on ^lectronique ou m^canique, en tout ou en partie. 

Vous ne pouvez utiltser, copier, modifier, alt6rer ni c^der les Logiciels ni aucune de leurs copies, en tout ou en partie, 
k I'exception de ce qui est express^ment stipule dans ce contrat. 

Si vous c6dez la possession de toute copie ou de tout Logiciel k une autre partie, a I'exception de ce qui est autorlse 
au paragraphe E ci-dessus. votre licence est automatiquement rdsili^e. 

Termes, clauses et conditions 

Cette licence n'est effective que pour la dur6e de possession ou de cr6dit-bail du Produit, k moins d'une r6siliation 
ant^rieure. \fous pouvez rdsllier cette licence k tout moment en d^truisant, k vos frais, les Logiciels et la documenta- 
tion les accompagnant avec toutes leurs copies, sous quelque forme que ce soit. Cette licence sera 6galement 
r^sili^e, avec application immediate, si les conditions de rdsiliation d^finies ailleurs dans ce contrat se sont r^aiisees 
ou si vous ne respectez pas les termes, clauses et conditions qui y sont contenues. Au moment de la r^siliation, vous 
acceptez de d^truire, a vos frais, les Logiciels et la documentation les accompagnant avec toutes leurs copies, sous 
quelque forme que ce soit. 

Vous reconnaissez avoir lu ce contrat, en avoir compris toute la substance et avoir accepts de respecter ses termes. 
clauses et conditions. Vous reconnaissez en outre qu'ils sont la description complete et exclusive du contrat conclu 
entre nous, contrat qui remplace et annule toute proposition ou contrat precedent, 6crit ou oral, et toute autre commu- 
nication entre nous, relativement k I'objet du present contrat. 
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Windows 95 Setup Procedure 



ITiis procedure explains step 8 on page 8 in more detail. 

1 Select settings for your region, then press 

2 Seiect your keyboard layout, then press | LJj^>_J 

3 Enter your name and your company's name, and then press 

The License Agreement will be displayed. 

4 After reading the agreement, select [I accept the agreement] 
or [I don't accept the agreement] then press |l M«g.Cj| 

If the former is selected, the [Certificate of Authenticity] will appear. If the latter is 
selected, the Windows setup will be aborted. 

5 Input the Product Number written on the "Certificate of Au- 
thenticity" located in the "Introducing Microsoft Windows 95 
book" that comes with this computer. After doing so, press 



mmm 



O Press R^^n 

7 If the instruction to restart appears, press 



OK 



S Insert the correct time, date and time zone and click [r-flw»" 

You can also make these settings at a later time. 

S If you want to complete the printer settings, press 

Simply follow the instructions given on the display. 

If not, press rc^pgC} 

You can also complete these settings at a later time. 
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Setup Utility 



Running the Setup Utility 



To run the Setup Utility, you ^ Upon seeing 
need lo restart your computer. this message 



Press Fl for Setup 



press 



Setup Utility does not run if you delay pressing Restart Windows. 

If [Enter Password:! is displayed, enter your password. 



<Main Screen> 



Program Completion 

• Hibernation settings ( Q»page 1 1 ) 

• Power Management settings (Q>page 13) 

• Security Settings (Q»page 14) 

• Add-ons/Peripherals Settings (opage 18) 
After you have completed.all settings, you may 
exit the Setup Utility program. 



$f |yp Utility 



•System Setup 

>Powef Management 
•Supervisor Setup - 



Save Settings 

Restore Settings 

Load DetauH Settings (PnP) 

load Default Settings {Non-PnP). 

fwt Setup^ V ' 



/ (NOTE> 



Return to the state existing at the time of Setup Utility 
startup, or to the settings saved with [Save Settings]. 

Set Default settings. 

• (PnP) denotes "for Windows 95". 

• (Non-PnP) denotes "for other than Windows 95". 

• When the Supervisor Password has been set, input of 
the password is necessary. 



Key Operations 

j^: To display the correspond- 
ing "help" file. 
To make a selection. 
To display previous screen 
(To exit the program at the 
main screen). 



QQ: 



To move among the items. 
To move among the values of 
each item. 

To return to the setting beftnre a 

change. 

To set the default values. 



Closing the Program 



Exit Setup 



Settings were Ranged. 
Do you want to save them? 

Yes, save and exit the Setup Utility. 
No. exit llie Setup Utiiy without saving^ 
NOi return to the Setup Utility. 



Xnote> 



If the User Password has been set, the password 
must be entered before Windows can start. 



(The display may be different if no changes to the senings are made.) 
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System Setup 



Speaker [Enable] 
Display*^ (External Monitor]**: 

• User Password ■ 

Coffee break Pass«vord*^ {Ena^e]. 
KeyCombinaUonforCo^ebre^ jMt+CtrliF9) 



Setting the User Password {(y-page 14) 

(Unable to select when the User Password Protection has been set.) 

User Password 
U$er Password Status Enable 

Enter your new User Password twjce. ., 

Enter User Password { \ 

Enter User Password Again ( | 



Set U$er Password 
Deiete User Password 



Power Management 



Power Saving [OFF | 

CPU Speed Change Mode Disable— i 

HDD Motor Timeout Never I- 

Di^Eay Off TTmer Never J 

Power Switch [On-Off |- 

Suspend/Hibernation Timeout*^ Never 



Q»page 13 



Sets tlie function of the power switch. 

Abie to set how iong the interval will be until hibernation. 



Supervisor Setup 



Parallel Port (Address) 
Parailel Port (Data Direction) 
Serial Port 
Sound Chip 

Sound Blaster Compatible I/O 

WSS CODEC I/O 

Sound IRQ-A 

Sound IRQ-B 

Sound DMA-A 

Sound DMA'B 
Floppy Oper^bn 
Bool Up Drive 
• Super^sor Password • 
User Passwo^ Protection 



[Automatic (PnPjj 
{Bidirectional I 
[Automatic (PnP)) 



(Autotnalic (PnP)] 
(Automatic |PnP)i 
[Automatic (PnP}] 
[Automatic (PnP)j 
[Automatic (PnP)j 
[Automatic (PnP)] 
(Enable] 
(FDD-»HDpl 



(Disabie); 



Setting Supervisor Password (o»page 17) 



Supervisor Password 



Supervisor Password Status Enable 

Enter your new Supervisor Password twice. 

Enter Supervisor Password { 
Enter Supervisor Password Again ( 

Set Supervisor Password 
Delete Supervisor Password 



*' When no external display is connected, display will be through the LCD. 

*^ Can only be selected when the User Password has been set. 

*^ Can only be selected when [Power Switch] has been set [Suspend] or [Hibernation]. 



Names and Functions of Parts 



Front 



Display{LCD) 



Reset Button 



When resetting your computer, use a 
dull pointed object like a ball point pen. 
Do not use a pencil. Pencil lead can 
break off inside the computer and dam- 
age the computer's circuit. 



If a problem occurs but your computer 
does not lock, we recommend not re- 
setting the machine. 
Pressing the reset button will cause ywj 
to lose data if an application is open. 






Contrast Adjustment | 



Brightness Adjustment 



Volume Adjustment 



Left: down 

Right: up 
Only the three buttons shown 
above can be used. 



FDD(Q). HDD (8), 
CD-ROM((g)) 


Green 


Lit during access of the corresponding 

devices 


POWER 


Green 


Power on 

CPU normal speed mode 


Orange 


Power off (during the suspend function) 
CPU slow speed mode 


Flashing 
Orange 


CPU temperature too hot; 
power remains OFF 



Xnote> 



When the temperature of the CPU rises, the processing speed 
is automatically reduced to protect the CPU from overheating. 
When the temperature of the CPU drops, the normal process- 
ing speed is automatically restored. 



r 



# Back 



Fan 




Specifications 



9 Main Specifications 



Model No. 


Cr-55M5M8AI\^ 


CPU 


Pentium® Processor with MMX™ technology 200 MHz 


Cache Memory (second cache memory) 


32 KB (256 KB) 


EDO Memory (Expandable to) 


32MB (96 MB Max. ) 


Video 1 


Memory 


2 MB 


LCD 


Type 


14.5" (TFT) 


Displayed Colors 


256/65536 


Tilt Angle 


3" to 25° 


Hard Disk Drive (including about 110 MB used 
specifically by the system) 


4.3 GB* 



• 1GB =10^ bytes 



Other Specifications 



Floppy Disk Drive 


720 KB/1.44 MB.(two.mode) 


CD-ROM Drive 


10 X speed, Access time 250 ms. 


Slots 


PC Card Slots 


Two Type 1 or Type II, or one Type III 
CardBus / ZV Port (back slot) Compatible 

(Confirmation with the dealer required beforehand) C^* page 18 


Allowable current 3.3 V: 400 mA, 5 V: 400 mA, 
(total for two slots) 1 2 V: 1 20 mA 


RAM Module Slot 


144-ptn, 3.3- V, SO-DIMM, 31.7 mm(1.25'') or less Q-page 20 


Interface 


Parallel Port 


Dsub 25 pin female 


Ext. Display Port 


Mini Dsub 15 pin female 


Serial Port 


Dsub 9 pin male 


Microphone Jack 


Miniature jack, 3.5 DIA 

Input impedance 600 Input voltage range 0.01 Vp-p 


Headphone Jack 


Miniature jack. 3.5 DIA 

Impedance 32 Q, Output Power 4 mW (Impedance 32 Q) x 2 


Audio-ln Jack 


Miniature jack, Stereo 


Keyboard Jack 


Mini DIN 6-pin female 


Mouse Jack 


Mini DIN 6-pin female 


Speaker 


Stereo Speaker (built in) 


Sound 


16 bits, 44.1 kHz PCM/FM sound (Sound Blaster PRO Compatible) 


Software 


Operating System 


Microsoft*Windows® 95 (FAT32 File System) 


Utility Programs 


Diagnostics program, PhoenlxCard Manager95 


AC Adapter 


Input 


100 -240 VAC, 50 /SO Hz j Output 15.0V DC, 4.0 A 


Power Consumption 


Approx. 55 W" (Power Oft: 1 .2 W) 


Physical Dimensions (w x h x o) 


364 mm X 392 mm X 209 mm (14.3' X 15.4" X 8.2") 


Weight 


Approx. 6.6 kg (Approx. 14.6 lbs) 
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Index 



AC adapter 6,7,37 

AC cord 6 

Angle of the display adjustment 7 

CB ) 

Boot Up Drive 16,35 

Brightness adjustmenl 36 

(c ) 

Carrying 22 

CD-ROM 9,22 

CD-ROM drive 9,22,36 

Coffee break password 1 5 

CPU 36,38 

CPU speed change mode 13 

Clicking 1 1 

Computer Viruses 5 

Conserving power 13 

Contrast adjustment 36 

(0 ) 

Data protection 5,14 

DC-INjack 37 

DIAG55 23 

Display 21.24,36 

Display off timer 13 

Double-clicking 1 1 

Dragging 11 

CE ) 

Emergency hole 9 

Enter password 1 0, 14, 1 6,24,25 

Error codes 23 

Ext. display port 2 1 ,37 

External display 2 1 

(F ) 

Firstaid CD ; 6,28 

Firstaid FD ; 6,8,23.27,28 

Floppy disk 5,8,16 

Floppy disk drive 37,38 

Floppy operation 16 

(H ) 

Hard disk drive (HDD) 5.36.38 

HDD motor timeout 13 

Headphone jack ; 37 

Hibernation function 1 1 

Hibernation timeout 1 3 

(' ^ 

I/O port address 26 

IRQ 26 

(K ) 

Keyboard jack 37 



) 

LCD 36 

LED indicators 36 

Limited use license agreement 30 

Load default settings 34 

CM ) 

Maintenance 22 

Microphone jack 37 

Mouse 6,11.22 

Mouse jack 6,37 

(N ) 

Network password 10 

CP ) 

Panasonic setup icon 8 

Parallel port 21,37 

PC Card 18 

PC Card slots 18,37 

Peripherals 1 8,26 

Power switch 8,36 

Printer 21 

(s ) 

Saving data 5 

Security lock 37 

Security measures 14 

Self-diagnosis program 23 

Serial port , 37 

Setup utility 25,34 

Shutting down 1 1 

Speaker 36 

Starting up 10,24 

Storage 22 

Supervisor password 16 

Supervisor setup 16 

Suspend function 1 1 

Suspend timeout 13 

CR ) 

RAM module 20 

RAM module slot 20,37 

Reinstalling software 28 

Reset button 36 

Restarting 1 1 

(u ) 

User pass word 14 

( V ) 

Ventilation hole 37 

Volume 36 

(w ) 

Windows 95 setup 33 

Write-protect tab 5 



As an ENERGY STAR Partner, Panasonic has determined that this product 
meets the ENERGY STAR guidelines for energy efficiency. 



Outline of the International ENERGY STAR Office Equipment Program 
The international ENERGY STAR Office Equipment Program is an international program 
that promotes energy saving through the use of computers and other office equipment. 
The program backs the development and dissemination of products with functions that 

effectively reduce energy consumption. It is an open system in which business proprietors 
can participate voluntarily. The targeted products are office equipment such as computers, 
displays, printers, facsimiles, and copiers. Their standards and logos are uniform among 
participating nations. 

I ... 
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